






ProVent® performance

Fractional separation
efficiency

As there is no standard go-
verning the determination
of separation efficiency, it
is not possible to publish
standardised values.
However, numerous tests
have shown that operating
conditions such as speed,
output, torque and age of
the unit are relevant factors
with regard to the generation
of oil droplets. Thus the size
and distribution of the oil
droplets partly depend on
these factors.

The separation efficiencies
listed in the table for
MANN+HUMMEL HE and
UE media relate to an oil
presence of
≤ 1 g/m³ in the blow-by gas
with an oil droplet distribution
of ds = 0.8 (Sauter diameter).
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Separation efficiencies of media types
Medium

HE

UE

Efficiency
80 - 85 %

85 - 90 %

∆p
10 - 15 mbar

20 - 35 mbar

In respect of the Δp value, a
lower value signifies a greater
flexibility with regard to the
mounting location. If the Δp
is lower, the ProVent® can be
fitted closer to the oil level or
check valve in the oil return
pipe of the engine.

The exact fractional separati-
on efficiencies, i.e. the sepa-
ration efficiencies of certain
particle size ranges, have to
be determined for the res-
pective application in tests.

The non-existence of a
standard and numerous
operating parameters
requiring definition mean
that in many cases dimen-
sioning of the filter is
necessary.

In this case MANN+HUMMEL
offers support and technical
assistance.

Example of a typical
ProVent® 200 installation.

ProVent®

Air cleaner

Engine

Oil return

Blow-By Inlet

Blow-By Outlet

Turbocharger
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Instructions regarding the use of ProVent®

Mounting location on the
engine

ProVent® systems are desi-
gned for OE producers and
are also suitable for retrofit-
ting.

Instructions

• ProVent® can be fitted to
the engine or application
frame.

• Observe the installation
and maintenance instruc-
tions of the respective
ProVent® system.

Connection to the engine

Observe the following when
connecting to diesel engines:

• Position the blow-by outlet
in an area free of splashing
oil (e.g. upper area of the
crankcase).

• Observe the mounting and
maintenance instructions
of the respective ProVent®

system.

Connection with a closed
system

The respective outlet port is
connected to the engine in-
take. As opposed to conven-
tional systems, the ProVent®

installation location is prac-
tically independent of the
negative air intake pressure
on the outlet port. The result
is a large degree of flexibility
for the fitting position on the
engine. The negative air in-
take pressure present during

operation sucks the blow-by
gas via ProVent® and returns
the cleaned blow-by gas to
the engine air intake.

Connection with an open
system

The blow-by gas now free
of oil is released into the
atmosphere.

Oil return

The respective port of the oil
return (see diagram on page
15) is connected to the oil
sump via a drainage pipe.
There are two principal
connection possibilities:

1. Below the oil level

The oil return is connected
via a drainage pipe below
the minimum permissible oil
level of the engine oil sump.
According to the principle of
connected pipes, the same
oil level is present in the oil
sump and the drainage pipe.
This oil receiver acts like a
siphon so that when the oil
is sucked from the outlet port
the blow-by is directed via
the oil separator. The negati-
ve pressure in the oil return
pipe during operation is the
same as the negative pres-
sure at the oil separator. As
opposed to conventional
solutions, this intake negati-
ve pressure is reduced due
to design considerations so

that the height of the oil
column in the drainage pipe
during operation is accor-
dingly low. As a result the
drainage pipe need only take
into account a respectively
low oil column and this ena-
bles numerous installation
possibilities.

2. Above the oil level

This connection variation
requires fitting of a check
valve which is available as
an option. The valve is fitted
in the drainage pipe as close
to the engine as possible.
Separated oil collects above
the check valve during ope-
ration. The check valve is

closed during operation by
the negative suction pressu-
re present in the housing
of the ProVent®. When the
weight of the oil column is
above the closing pressure
of the valve, for example
when the engine has been
switched off, the separated
oil flows back to the oil
sump.

Instruction

In all cases observe Fig. 2
on page 15, the general
overview, and the respec-
tive installation and main-
tenance instructions.
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Notes
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Fax to:

MANN+HUMMEL GMBH
Industrial Filters Business Unit
67346 Speyer, Germany
E-Mail: if.info@mann-hummel.com

Required information: to dimension the ProVent® MANN+HUMMEL needs the following information

• Engine manufacturer:

• Engine type:

• Effective mean pressure (BMEP):

• No. of cylinders:

• Engine capacity [l]:

• Output [kW]:

• Blow-by flow rate [l/min]:

• Permissible crankcase pressure min./max. [mbar]:

• Available intake negative pressure at the intake port (1) when idling, at 50% load, and with 100% load [mbar]:

• Available installation space:

• Optional specifications (if available):

• Blow-by oil content before ProVent® [g/h]:

• Permissible oil content after ProVent® [g/h]:

Company

Name

Department

Street

Town/Post code

Country

Tel. no.

Mobile tel. no.

Fax

Email

Dimensioning the ProVent®

copy – fill in – faxFax-No. +49 (62 32) 53 – 82 70

copy – fill in – faxFax-No. +49 (62 32) 53 – 82 70



ProVent® – Overview

O = Option
S = Series/within scope of delivery

* Use of two ProVent® of the same type in parallel possible
** HE = High-efficiency medium UE = Ultra-efficiency medium

Pa
rt
No

s.

ProVent® standard version

Oil separator element

Check valve for oil return

(recommended)

Complete

with

element

HE **

UE **

39 310 70 792

LC 7001

on request

39 310 70 870

LC 7201 X

on request

39 310 70 550

LC 5001 X

LC 5002 X

39 310 70 700

LC 10 001 X

on request

39 310 70 800

LC 16 001 X

on request

HE element **

24 008 43 621 24 013 45 992

Highly efficient oil separation

Crankcase pressure regulation

Oil return

Mounting bracket

Pressure-relief valve

Check valve for oil return

(recommended)

By-pass valve

Used as open

CCV system

Used as closed

CCV system

Service interval

Installation height of

ProVent® above check

valve or oil level

Stationary

applica-

tions

Mobile

applica-

tions

S

S

S

S

S

O

yes

yes

S

S

S

S

S

O

yes

yes

S

S

S

S

S

O

option

yes

yes

S

S

S

S

O

O

on request

yes

yes

S

S

S

S

O

O

on request

yes

yes

Co
nf
ig
ur
at
io
n
&
in
st
ru
ct
io
ns

depends on the application

For continuous operation at the rated load dimensioning is

necessary by MANN+HUMMEL.

min. 350 mm with use of the check valve

option instead of

pressure-relief valve

ProVent® 100 ProVent® 150 ProVent® 200 ProVent® 400 ProVent® 800

Standard value for use

of ProVent®

Blow-by flow rate (single unit)

Installation position

Allowed tilt position

of vertical axis

Positioning

Ambient temperature

Screw mounting to

engine block

Material

Resistant against

Weight

single *

up to [KW]

single *

up to [HP]

Inlet

Outlet

Housing

Cover

Bracket

100

135

max. 100 l/min

2 positions

4 positions

0.25 kg

200

270

max. 150 l/min

1 position

further on request

adjustable

in steps

of 3°

0.33 kg

250

340

max. 200 l/min

12 positions

further positions

on request

0.39 kg

500

675

max. 400 l/min

12 positions

1.20 kg

1250

1690

max. 1000 l/min

stepless

2 x M10

Bracket

PA GF

Bracket

5.41 kg

Sp
ec
ifi
ca
tio

ns

vertical

-35 °C bis 120 °C, kurzzeitig bis 140 °C

45° in all directions

diesel fuel, engine oil, lube oil, cleaning agents

2 x M8

PA GF



Selection from the range of MANN+HUMMEL
industrial filters catalogue program

Air cleaners

Oil-wetted air cleaners
Europiclon®

Vacuum filter

Catalogue part no.
19 941 10 100 de
19 941 10 101 en
Other languages

available on request.

MANN-FILTER

Filter elements in OEM mat-
ching quality for construction
and agricultural machines:
- Air cleaners
- Oil filters
- Fuel filters
- Hydraulics filters
- Cabin filters

Catalogue part no.
19 939 24 600
Available in a number
of languages

Air/oil separators for com-
pressors and vacuum pumps

Air/oil separators
Air/oil boxes

Catalogue part no.
19 943 00 100 de
19 943 00 101 en
Other languages
available on request.

Liquid filters

Spin-on filters
Fuel filters

In-line filters

Catalogue part no.
19 942 10 100 de
19 942 10 101 en
Other languages

available on request.
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MANN+HUMMEL Group

The MANN+HUMMEL Group
is an international company
with its headquarters in
Ludwigsburg, Germany.
The group employs approx.
11,500 people worldwide at
more than 41 locations.

The company develops, pro-
duces and sells technically
complex components for the
automotive and other

industries. A key area is high
quality filtration products
for vehicles, engines and
industrial applications. The
OEM business with global
market leaders and pro-
ducers of vehicles, machines
and installations defines the
quality and performance
of the group. Filters for the
international aftermarket are
sold under numerous inter-

national brands as well as
under the MANN-FILTER
brand.

MANN+HUMMEL
Industrial Filters

The Industrial Filters Business
Unit with its headquarters in
Speyer, Germany is spe-
cialised in meeting the
requirements of off-highway

vehicle and engine appli-
cations, compressed air
and vacuum technology,
mechanical engineering and
plant construction. For these
and other industrial fields
MANN+HUMMEL Industrial
Filters offers high perform-
ance products for the fil-
tration and separation of air,
gases and liquids.

MANN+HUMMEL company
Joint venture company

MANN+HUMMEL GMBH, Business Unit Industrial Filters
67346 Speyer, Germany, Telephone +49 (62 32) 53-80, Fax +49 (62 32) 53-88 99

E-Mail: if.info@mann-hummel.com, Internet: www.mann-hummel.com


